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The complete range

Delta series infrared beam photocells

Dir series photocells with synchronised infrared beam

Delta S series photocells with synchronised infrared beam

Accessories for: 001DELTA-I - 001DELTA-SI

Accessories for: 001DELTA-E - 001DELTA-SE

Accessories for: 001DIR10 - 001DIR20 - 001DIR30

Accessories for: 001DIR-L e 001DIR-LN

Pair of flush-mounted photocells complete with casing. Range: 20 m / 65.62 ft.001DELTA-I

Pair of photocells. Range: 10 m / 32.8 ft.001DIR10

Pair of flush-mounted photocells complete with casing.      

Range: 20 m / 65.62 ft.

001DELTA-SI

Flush-mounted casing.009DOC-S

Steel support for pillar surface mounting.001DOC-R

Flush-mounted casing.001DIR-S

Natural anodised aluminium extension H = 500 mm / 1.64 ft post.    

To apply with double pair of photocells.

001DIR-P

Black anodised aluminium extension H = 500 mm / 1.64 ft post.    

To apply with double pair of photocells.

001DIR-PN

Aluminium alloy impact-proof protection.001DIRZ

Natural anodised aluminium post.       

H = 500 mm / 1.64 ft.

001DIR-L

Black anodised aluminium post.       

H = 500 mm / 1.64 ft.

001DIR-LN

Natural anodised aluminium post.       

H = 500 mm / 1.64 ft.

001DOC-L

Black anodised aluminium post.       

H = 500 mm / 1.64 ft.

001DOC-LN

Pair of surface-mounted photocells.       

Range: 20 m / 65.62 ft.

001DELTA-SE

Pair of photocells. Range: 20 m / 65.62 ft.001DIR20

Pair of photocells. Range: 30 m / 98.42 ft001DIR30

Pair of surface-mounted photocells. Range: 20 m / 65.62 ft.001DELTA-E

NOTE:
001DELTA-I - 001DELTA-E Max number of pairs of photocells on a single installation: 4.
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